
www.total-hardware.com.au

QLD  (07) 3255 5034
salesqld@total-hardware.com.au

NSW & ACT  (03) 9786 0333
salesnsw@total-hardware.com.au

SA & NT  (03) 9786 0333
salessa@total-hardware.com.au

WA  (08) 9317 3860
saleswa@total-hardware.com.au

VIC & TAS  (03) 9786 0333
salesvic@total-hardware.com.au
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Australia’s Window & Door Hardware Store
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70mm  Standard Door Frame - 5.7mm - SPF57457
11mm Flychannel - 5.7mm - SPF57457
9mm Flychannel - 5.0mm - SPF50550

Wonderview    Tiger beats
Ali Tiger everytime!
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Part

WT091015

WT122015

WT152015

WT183015

Description

Wonderview   Tiger. 304 stainless steel. 910mm x 15m. NGA coated.

Wonderview   Tiger. 304 stainless steel. 1220mm x 15m. NGA coated.

Wonderview   Tiger. 304 stainless steel. 1520mm x 15m. NGA coated.

Wonderview   Tiger. 304 stainless steel. 1830mm x 15m. NGA coated.
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Unit

$165.24

$221.52

$317.39

$414.87

5+

$152.02

$203.80

$292.00

$381.69

10+

$143.42

$192.26

$275.47

$360.08

P/O #

Your Qty

Normal delivery fee applies. Please add GST.
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Better Product
Better Price

Stronger  –  BAL FZ  –  5 Year Warranty

69%
2000

57%
220

Visibility/Airflow
Tensile Strength (N/mm )2

YES
High
SS304
NGA
BAL-FZ
Medium/Hard
5 years

YES
Good

AIMg3.5
P/coat
BAL29

Hard
2 years

Anti-Tear
Corrosion Resistance

Material
Coating

BAL Rating
Splineability

Warranty

VWT - Wonderview AT - Ali TigerTM

WT
AT

Wonderview™ products are NGA coated 304 stainless steel. Although they are more corrosion resistant than aluminium mesh, Wonderview™ is not recommended for coastal 
applications. For coastal applications, we recommend SR - 316 stainless steel mesh. Refer to our website for insect screen warranty and maintenance information.

Trade Only
Next Generation Stainless Mesh

Rolls widths up to 1830mm in stock now

NGA coated 304 stainless steel achieves
BAL-FZ rating

High strength 0.25mm diam. strand thickness

Considerably stronger/higher tensile than 
standard strength 0.45mm diam. TS (Tiger/
Tough Screen) and AT (Ali Tiger)

Improved air flow and visibility

18 x 16 14 x 14Strands/Inch (V x H)


